DRG. NO. TDD/636045/8/705

TRAFFIC AND ENGINEERING

DRG. NO. TDD/636045/8/705

CARRIAGEWAY OPTIONS:

Option C:
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Option A1:

Option A2:

Option D1:

Option D2:

Option E1:

Option E2:

Option E3:

Surface: 40mm HRA 30/14F surf with 20mm coated black chippings

Surface: 40mm HRA 30/14F surf with 20mm coated red chippings

Surface: 40mm HRA 30/14F surf with 20mm coated black chippings
Binder: 60mm AC 20 dense bin 40/60 rec.

Surface: 40mm HRA 30/14F surf with 20mm coated red chippings
Binder: 60mm AC 20 dense bin 40/60 rec.

Surface: 150mm thick 55/10F surf 40/60 (no chippings)
Binder: 60mm thick AC 20 dense bin 40/60 rec.
Base: 120mm thick AC 32 dense base 40/60 rec.

Surface: 40mm HRA 30/14F surf with 20mm coated black chippings
Binder: 60mm AC 20 dense bin 40/60 rec.

Base: 200mm AC 32 dense base 40/60 rec.

Sub-base: 150mm Type 1 Mixture

Surface: 40mm HRA 30/14F surf with 20mm coated red chippings
Binder: 60mm AC 20 dense bin 40/60 rec.

Base: 200mm AC 32 dense base 40/60 rec.

Sub-base: 150mm Type 1 Mixture

Raised table on existing carriageway

Surface: 40mm HRA 30/14F surf 40/60 with 20mm coated grey chippings

Regulating Binder: 60-85mm AC 20 dense bin 40/60 rec.

Raised table new construction

Surface: 40mm HRA 30/14F surf with 20mm coated grey chippings
Binder: 60mm AC 20 dense bin 40/60 rec.

Base: 200mm AC 32 dense base 40/60 rec.

Sub-base: 150mm Type 1 Mixture

Raised table
As E1 or E2 except with 20mm coated red chippings

Sett raised table
As Std Drg No 804 and Drg No TDD/636045/4/8/709

Black high friction surfacing to Clause 924
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NOTES:

1. All drawings are to be read in conjunction with relevant Specification
and all other drawings.

All dimensions and levels to be checked on site and any discrepancies
identified prior to the commencement of the works.

All dimensions in millimetres unless otherwise noted.

All levels in metres unless otherwise noted.

The Specification is The Specification for Highway Works.

Site Clearance to be carried out in accordance with the Specification
for Highway Works.

7. REFER TO APPENDICES 7/, 7/2 and 7/4.
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REFER TO CARRIAGEWAY OPTIONS INSERT ON THIS DRAWING
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This map is reproduced from Ordnance Survey material with
the permission of Ordnance Survey on behalf of the Controller
of Her Majesty’s Stationery Office © Crown copyright.
Unauthorised reproduction infringes Crown copyright and may
lead to prosecution or civil proceedings.
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THE CITY OF EDINBURGH COUNCIL

The City of Edinburgh Council

Waverley Court PLACE

4 East Market Street PLANNING & TRANSPORT
Edinburgh, EH8 8BG TRAFFIC & ENGINEERING
Telephone: 0131 200 2000 TRANSPORT DESIGN & DELIVERY

The Leith Programme

DRG. NO. TDD/636045/8/705

4 (lona St to Brunswick St\B series\700 SeTDD-53E0454-8-705.dwg

Phase 4
Brunswick Street to lona Street
Pavements
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