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BAY MAINTENANCE 

DAP 109C-0210-5F Maintenance Record 

MOD Form 707MS

Card 10 

BREECH TYPE TIME DELAY FIRING UNIT 

(Revised Jan 01) 

Sect 2 

Chap 1  Aircraft or Equipment 

Serial No. 

Date: 

INFORMATION IN THE PRELIMINARY PAGES IS TO BE COMPLIED WITH THROUGHOUT 

Tradesman 

Brief Details of  

Supervisor 

THE WORK DETAILS ON THIS CARD

suspected fault(s) 

BLOCK 1 

WEAPONS 

Code 

and SNOW(s) 

Man  

Certification 

Man 

Certification 

Hrs

and TDM

Hrs

and TDM

9. 

Top Housing Assembly 

9.1 

Locking screw. 

(i) 

Remove. 

(ii) 

Examine. 

CAUTION 

EQUIPMENT DAMAGE. Use a suitable implement such as a wooden dowel to 
push out the Locking Plunger. 

9.2 

Locking plunger. 

(i) 

Push out from the small 
diameter end. 

(ii) 

Remove. 

(iii)  Examine. 

9.3 

'0' seal. 

(i) 

Remove. 

(ii) 

Discard. 

9.4 

Spring. 

(i) 

Remove. 

(ii) 

Examine. 

9.5 

Inlet connector '0' seal. 

(i) 

Remove. 

(ii) 

Discard. 

9.6 

Top housing. 

Examine. 

BLOCK 2 

WEAPONS NCO 

10.

Maintenance Check

10.1 

Item 9. 

Inspect. 
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BREECH TYPE TIME DELAY FIRING UNIT 

(Revised Jan 01) 

Sect 2 

Chap 1  Aircraft or Equipment 

Serial No. 

Date: 

INFORMATION IN THE PRELIMINARY PAGES IS TO BE COMPLIED WITH THROUGHOUT 
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Brief Details of  

Supervisor 

THE WORK DETAILS ON THIS CARD

suspected fault(s) 

BLOCK 1 
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Code 

and SNOW(s) 

Man  

Certification 

Man 

Certification 

Hrs

and TDM

Hrs

and TDM

13.

Top Housing - Preparation

WARNING 

LOCTITE 7061 AND 7471 ARE HAZARDOUS SUBSTANCES. REFER TO 
THE PRELINIARY PAGES OF THIS PUBLICATION. 

13.1 

Top housing locking screw hole. 

) 

(i) 

Clean with Loctite cleaner 

) 

7061. 

13.2 

Locking screw. 

) 

(ii) 

Allow to dry for 1 minute. 

13.3 

Sub-items 13.1 and 13.2. 

) 

Repeat. 

During Sub items 13.4 and 13.5 do not wipe off the light deposit as this provides 
the activating action. 

13.4 

Top housing locking screw hole. 

) 

Apply activator 7471. 

13.5 

Locking screw. 

) 

WARNING 

XG 293 IS A HAZARDOUS SUBSTANCE. REFER TO THE PRELINIARY 
PAGES OF THIS PUBLICATION. 

13.6 

Locking plunger '0' seal. 

) 

Lubricate with XG293. 

13.7 

Locking plunger. 

) 

13.8 

Locking plunger '0' seal. 

) 

Fit to locking plunger. 

13.9 

Spring. 

) 

(20A)
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BREECH TYPE TIME DELAY FIRING UNIT 

(Revised Jan 01) 

Sect 2 
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Serial No. 

Date: 
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THE WORK DETAILS ON THIS CARD
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WEAPONS 
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Man 
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and TDM
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and TDM

14.

Maintenance Check

14.1 

Item 13. 

Inspect. 
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Sect 2 
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Date: 
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15.

Top Housing — Assembly

WARNING 

LOCTITE 222 IS A HAZARDOUS SUBSTANCE. REFER TO THE 
PRELINIARY PAGES OF THIS PUBLICATION. 

15.1 

Locking screw. 

Apply Loctite 222 to threads. 

During Sub-item 15.2 ensure that the slot in the plunger is aligned with the 
housing screw hole. 

15.2 

Locking plunger. 

(i) 

Fit to top housing. 

(ii) 

Ensure aligned. 

15.3 

Locking screw. 

(i) 

Screw into housing. 

(ii) 

Ensure engages with plunger slot. 

15.4 

Locking plunger. 

(i) 

Ensure can be depressed. 

(ii) 

Ensure returns freely. 

BLOCK 2 

WEAPONS NCO 

0. 

Maintenance Check 

16.1 

Item 15. 

Inspect. 
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17.

BTTDFU - Assembly

Ensure correct orientation of the Top Housing on the Firing Unit. When fitted to the 
assembly jig, ensure that the body assembly cover plate is facing up and the 
housing assembly locking screw hole is facing down. 

CAUTION 

EQUIPMENT DAMAGE. Use a suitable implement such as a wooden dowel to 
operate the Locking Plunger. 

17.1 

Top housing assembly. 

(i) 

Operate locking plunger. 

(ii) 

Fit to rack shank of the 
firing pin assembly. 

(iii) 

Ensure correctly orientated 
on body assembly. 

17.2 

Top housing assembly. 
(a) 

Securing screw (4 Off)  ) 

(b) 

Washer (4 Off). 

) 

Fit. 

(c) 

Securing nut (4 Off). 

) 

17.3 

Top housing securing nut. 

Torque load 1.9 to 2 Nm. 

(17 to 18 lbf in.). 

(22)
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BREECH TYPE TIME DELAY FIRING UNIT 
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Serial No. 

Date: 
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WEAPONS NCO 
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Man 
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and TDM
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and TDM

18.

Maintenance Check

18.1 

Item 17. 

(i) 

Inspect. 

(ii) 

Ensure that the top housing 

is correctly orientated on 
the firing unit. 
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33.

BTTDFU - Assembly -Completion

WARNING 

THE BTTDFU IS A STORED ENERGY FIRING UNIT; MAKE SURE YOU FOLLOW 
THE COCKING PROCEDURE. IF THE BTTDFU IS INCORRECTLY COCKED IT 
MAY FIRE WITHOUT AN EXTERNAL INPUT. IF THE BTTDFU FIRES WITHOUT 
AN EXTERNAL INPUT, IT CAN CAUSE DEATH OR INJURY. 

33.1 

BTTDFU. 

(i) 

Fit cocking tool. 

(ii) 

Cock. 

(iii)  Remove cocking tool. 

33.2 

Firing pin protective cap. 

Fit. 

During sub-sub-item 33.3 (ii) ensure that the lockwire is routed over the top 
housing cap shoulder. 

33.3 

Top housing cap. 

(i) 

Refit hand tight. 

(ii) 

Lock with wire 0.5 mm. 

(26)
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WARNING

XG 293 IS A HAZARDOUS SUBSTANCE. REFER TO THE PRELINIARY 
PAGES OF THIS PUBLICATION. 

33.4 

Top housing inlet connector '0' seal. 

(i) 

Lubricate with XG293. 

(ii) 

Fit. 

33.5 

Top housing securing screw 

) 

head (4 off). 

) 

Restore surface finish as required. 

33.6 

BTTDFU. 

) 

BLOCK 2 

WEAPONS NCO 

34.

Maintenance Check

34.1 

Item 33. 

Inspect. 
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