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Request: 
All product specification/details and associated equipment notes for all the 
equipment used by your frontline firefighters and any specialist firefighter roles such 
as rope rescue 

 
Response: 
Please see the information below: 
 
1. Branch Types  
a. Akron Breakapart Branches  2126 body utilising 1717 / 1727 Turbojet Tip 
b. Akron 1520 Sabrejet 
c. Delta 500 (Delivery Hose Attachment) (High Rise) 
d. Delta 500 (Hose reel attachment 2011 version). 

 
Technical Specification 
a. Akron Breakapart Branches  2126 body complete with the below: 

Branch Working pressure Output 

1717 Turbojet Tip 5-10 bar 115 - 230 - 360 - 475 lpm* 

1727 Turbojet Tip 5-10 bar 475 - 550 - 750 - 950 lpm* 

 
b. Akron 1520 Sabrejet      

Branch Working pressure Output 

Solid Bore 5-10 bar 250 lpm* 

Fog 5-10 bar 360 lpm* 

Combination Stream 5-10 bar 610 lpm* 

 
c. Delta 500 Hose reel  

Branch Working pressure Output 

Delta 500 Hose reel Up to 40 bar 50 - 95 - 150 - 230 lpm* 

 
d. Delta 500 Delivery                          

Branch Working pressure Output 

Delta 500 Delivery 5-10 bar 125 -250 - 375 - 500 lpm* 
*lpm = litres per minute 

 
2. Ladders 

a. Angus Sacol -  13.5 metre ladder 
b. Angus Sacol -10.5 metre ladder 
c. Bayley Triple extension ladder - (dimensions length extended 6.4 metres, length 

housed 2.74 metres, weight 16 kg) 
d. Bayley Angloco roof ladder 
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3. Light Portable Pump 

a. Clarke Light Portable Pump : 

i. PW2  

ii. PW3 

Technical Specification 

i. PW-2 

Weight 27kg 

Engine Type 4- Stroke single cylinder with forced air cooling 

Motor 6.5HP (hose power) 

Fuel Unleaded petrol 

Fuel tank capacity 3.6 litres 

Oil capacity 0.6 litres 

Outlet size 2” 

Pump capacity 416 lpm 

Max head 26m 

Max suction 7.5m 

Decibel level 106 

Length (mm) 500 

Width (mm) 395 

Height (mm) 380 

 

ii. PW-3 

Weight 29kg 

Engine Type 4- Stroke single cylinder with forced air cooling 

Motor 6.5HP 

Fuel Unleaded petrol 

Fuel tank capacity 3.6 litres 

Oil capacity 0.6 litres 

Outlet size 3” 

Pump capacity 800 lpm 

Max head 30m 

Max suction 7.5m 

Decibel level 108 

Length (mm) 525 

Width (mm) 395 

Height (mm) 440 
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4. Positive Pressure Ventilation Fan 

a. Groupe Leader  

i. Leader fan MT236 H 

Technical Specification 

i. Leader fan MT236H (Honda GX160) 

Airflow 23,700cubic feet per minute 

Weight 42kg 

Dimensions (cm) (L/H/W) L55/H55/W49 

Decibel 96.7dba 

Motor Honda GX160 

 

5. Hydraulic Rescue Equipment 

Manufacturer Equipment Model Number 

Holmatro Hydraulic Cutter CU 4050 C, CU 4035 C 

Holmatro Hydraulic Spreader SP 4240 C, SP 4280 C 

Holmatro Hydraulic Hand Pumps HTT 1800U, HTW 1800C, 
FTW 1600U, HTW 700APS 

Holmatro Telescopic Ram TR 4350 C, TR 4340 C 

Holmatro Core technology hydraulic hose  Coaxial rescue equipment 
technology 

Holmatro Powershore Hand Pump Hydraulic 
Struts 

Not applicable 

Holmatro Mini Cutter CU 4007C 

 

6. Lifting Airbags 

a. Weber 20t Airbag W-FB 7/17 

Technical Specification 

Model W-FB 7/17 

Size 55cm x 55cm  

Thickness 28mm 

Weight 8kg 

Insertion height 30mm 

Max lifting height 17cm 

Nominal content 24L 

Max air requirement 224L 

Max inflation pressure    8 bar 

Inflation time  13 seconds 

Max lifting capacity at max lifting height 6728kg 

Size of flat area at max lifting height 29cm x 29cm 
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b. Vetter 10t Airbag 

i. 8 bar (116 psi) 

 

c. Zumro – High Pressure Lifting Bags : NT- 23, NT - 58, NT - 132  

 

Technical Specification 

Type of Res Q Bag NT- 23 NT- 58 NT- 132 

Weight 7.5kg 16kg 30kg 

Lifting height 275mm 445mm 665mm 

Working pressure 10Bar 10bar 10Bar 

Max lifting capacity 23ton 58ton 132ton 

Min. Height at centre 
of bag         

45mm 53mm 60mm 

Min. Height at edge 
of bag           

10mm 10mm 10mm 

 
7. Winching Equipment 

a. Lugall - LUG-ALL Winch Model - 4000-20SH UK 

Technical Specification 
 

Double cable lift Safe working load 
Handle pull for full load 
Lifting distance 

1400kg 
52kg 
3m 

Single cable lift Safe working load 
Handle pull for full load 
Lifting distance 

700kg 
50kg 
6m 

 

b. Bushey Hall Winchmaster  

i. WHP16  

ii. WHP32 manual winch complete with wire rope 

Technical Specification 

i. WHP16 

Lifting 1600kg 

Pulling 2000kg 

Weight of winch 18kg 

Weight of cable 3kg 

 

ii. WHP32 winch complete with wire rope 

Lifting 3200kg 

Pulling 4000kg 

Weight of winch 23kg 

Weight of cable 3kg 
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b. Husky  

i. Husky 8532 Pro 12 winch  

ii. Synthetic winch rope (fitted to Toyota HiLUX 4x4 logistic support vehicle). 

Technical Specification 
 
i. Husky 8532 Pro 12 winch 
 

Weight (winch only) 37kg 

Recommended rope diameter 8mm 

Drum capacity 30m 

Drum diameter 72mm 

Line speed (1st layer no load) 7.8m/ min 

Design line pull 37.8kn 

Line pull (bottom layer) 24.5kn 

Motor 1.43kw 

Free-spool Manual 

 
ii. Synthetic winch rope 

Length 24m 

Diameter 9.8mm 

Minimum breaking strength 7983kg 

Lifespan 5 years 

 
8. Rope Rescue 

a. Petzl - Navaho Sternal Full Body Harness & Avao Sternal Full Body Harness 

b. Petzl - Ascender (clogger) 

c. Petzl - Rope Rescue Rope Rocker 

d. Petzl - Adjustable 3m and 5m Grillion Lanyard L52 and 3m Grillion Lanyard  

complete with automatic locking hook L52 3H 

e. Petzl - Rope Rescue Petzl Shunt 

f. Pro Traxion progress capture pulley 

g. SAR – SARAB & SAR AB 

h. SAR - Karabiner steel 50KN (screw gate type)  

i. Maillon - Various type (screw gate) 

j. SAR - Pro Tech ALP Descender. 

k. Double Leg Fall Arrest System. 

l. Holtrac Pulley System. 


