
 

WAD Specification  

Processor CPU AMD Fusion T40N 1.0GHz (Dual Core) 

Memory RAM / Storage  8G  Flash /  1G DDR3 RAM 

 

I/O Peripheral Support DVI-I 

PS/2  

x1 

x1 for keyboard or mouse  



 

USB 2.0  

Smart-card reader 

x5(Rear x4, Front x1) 

- Optional USB external smart card reader 

Networking LAN x1 (10/100/1000 Base-T Fast Ethernet, RJ-45) 

 

Display Support Resolution 

 

Color Number 

Dual Display 

VGA: up to 2560x1600@60Hz  

DVI: up to 1920x1200@60Hz 

Up to 32bit  

Optional DVI-D+VGA 

Audio Line-out  

Mic-in 

- Output: 1/8-inch mini, full 16-bit stereo 

- Input: 1/8-inch, 8-bit mini microphone 

Physical Characteristics:  

 

Dimension / Weight 

 

Terminal Box: 156.4mm(L) x 130mm(W) x 37mm(H) / 0.63kg 

Packing: Single Box: 325mm(L) x 220mm(W) x 85mm(H) / 

1.37kg 

 

Mountings VESA Bracket 

Kensington Lock 

VESA Mounting Kit (sold separately) 

Built-in Kensington security slot 

Power Adapter  

Consumption 

Worldwide auto-sensing 100-240V AC, 50/60 Hz 

Maximum 14.5 Watts power consumption  

Environment Operation Temperature  

Relative Humidity 

0℃－40℃ 

30% to 90% non-condensing 


