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PROPOSALS

PRELIMINARY

SCHEME

1:500@A1

Plane existing carriageway surface, apply K170 bond coat and lay

40mm thick AC10/SMA/SURFpsv68+

Excavate existing verge to allow for new footway/cycleway

construction consisting of 150mm thick GSB, 60mm thick AC20/BIN

and 20mm thick AC6/CLOSE SURF

Excavate to allow for new footway construction consisting of 200mm

thick GSB, 30mm thick laying course sand and 65mm thick concrete

block paving as specified
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HERTEN WAY

New kerbline

New footway edging

Excavate existing verge to allow for new carriageway construction

consisting of 250mm thick GSB, 120 thick AC32/BASE, 60mm thick

AC20/BIN and 40mm thick AC10/SMA/SURFpsv65

Excavate existing verge to allow for new footway/cycleway

construction consisting of 150mm thick GSB, 60mm thick AC20/BIN

and 20mm thick AC6/CLOSE SURF (Mastertint or similar

approved, Buff in Colour)

Bus Stop 1

Remove existing lay-by

and construct new

footway

New pedestrian plateaux

with bus friendly ramps at

1:25

Bus Stop 2

Remove Bus Stop, lower kerbs and replace with

'grasscrete' to form maintenance bay

'Grassblock 103' or similar approved laid in

accordance with manufacturers reccommendations

Widen existing one way road to

7.3m to create new two way

road

Shared us footway / cycleway

3m wide

Proposed Site Access 1

(Planning permission granted)

Proposed Site Access 2

(Planning permission granted)

Bus Stop 3

(Possibly not

required)

*****SEE DETAIL BOX BELOW*****

Note:

Additional resurfacing of roundabout at the

entrance to ASDA superstore. Plane 40mm

and lay 40mm SMA10/SURF psv65.

Work can only be undertaken under road

closure on Sunday nights 17:00-05:00

Note:

Additional resurfacing of roundabout at Gliwice

Way / Lakeside Boulevard. Plane 40mm and

lay 40mm SMA10/SURF psv68+.

Work can only be undertaken under road

closure on  nights 19:00-05:00

A

Additional surfacing works at roundabouts - maintenance

bay added

PC Jan '16

Plane existing carriageway surface, apply K170 bond coat and lay

40mm thick AC10/SMA/SURFpsv65


