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Road Construction – Hand Dig 

1.1. 

The construction of new roads, and footpaths are proposed close to CEZs and within 

Root Protection Areas (RPA) of tree number 3893. 

1.2. 

Within the RPAs, particular precautions shall be taken to minimize disturbance to 

tree root systems.  

1.3. 

Work will not commence until the Arboricultural Consultant and local authority Tree 

Officer have been informed. 

1.1. Excavations for the installation of new kerbs and surfacing within the RPA will be 

carried out by hand. The use of air spade/compressed air lance is recommended to 

loosen soil around any roots encountered. Care must be taken to avoid physical 

damage to any exposed tree roots.  

1.2. Care will be taken not to damage the canopy or stems of the surrounding trees 

during excavation and the movement of materials. 

1.3. 

Any small roots (<25mm diameter) damaged will be pruned back (ideally to a lateral 

root branch) using bypass secateurs or handsaw. Roots larger than 25mm should not 

be removed without prior consultation with the appointed Arboricultural Consultant. 

1.4. 

Where any larger tree roots are present and restrict the installation of 

kerbs/surfacing, designs may need to be amended to allow the root to be retained. 

This may include butting kerb stones either side of the retained root, or surrounding 

roots in sharp sand in order to form a firm base for footpath surfacing. 

1.5. 

Any exposed roots should be protected from desiccation by temporary covering 

using hessian or similar breathable material. Excavations should be backfilled as soon 

as possible using clean topsoil. 

 




    

  

  
