
Series 5000: Maintenance Painting of Steelwork

A B C D

0-9.99 10-49.99 50-249.99 250+

General Surfaces

50.0005 Combined wet and dry blast cleaning to remove all paint and unsound metal 

coating down to sound metal coating or clean steel
m²

50.0010 Abrading to remove unsound paint down to sound paint or bright metal 

coating
m²

50.0015 Abrading to remove unsound metal coating down to bright steel m²

50.0020 Wet cleaning down of areas of sound matt finish and areas abraded to 

sound paint or bright metal coatings or bright steel
m²

50.0025 Protective system on surfaces prepared to clean steel sound or bright metal 

coating
m²

50.0030 Protective system on surfaces prepared to sound paint m²

Handrails (Girth Up To 225mm)

50.0035 Combined wet and dry blast cleaning to remove all paint and unsound metal 

coating down to sound metal coating or clean steel
m

50.0040 Abrading to remove unsound paint down to sound paint or bright metal 

coating
m

50.0045 Abrading to remove unsound metal coating down to bright steel m

50.0050 Wet cleaning down of areas of sound matt finish and areas abraded to 

sound paint or bright metal coatings or bright steel
m

50.0055 Protective system on surfaces prepared to bright steel or bright metal 

coating
m

50.0060 Protective system on surfaces prepared to sound paint m

50.0065 Protective system on surfaces prepared to clean steel or sound metal 

coating
m

Bridge Parapets (Up To 1200mm in Height)

50.0070 Combined wet and dry blast cleaning to remove all paint and unsound metal 

coating down to sound metal coating or clean steel
m

50.0075 Abrading to remove unsound paint down to sound paint or bright metal 

coating
m

50.0080 Abrading to remove unsound metal coating down to bright steel m

50.0085 Wet cleaning down of areas of sound matt finish and areas abraded to 

sound paint or bright metal coatings or bright steel
m

50.0090 Protective system on surfaces prepared to bright steel or bright metal 

coating
m

50.0095 Protective system on surfaces prepared to sound paint m

50.0100 Protective system on surfaces prepared to clean steel or sound metal 

coating

Pedestrian Guardrails (Up to 1200mm in Height)

50.0105 Combined wet and dry blast cleaning to remove all paint and unsound metal 

coating down to sound metal coating or clean steel
m

50.0110 Abrading to remove unsound paint down to sound paint or bright metal 

coating
m

50.0115 Abrading to remove unsound metal coating down to bright steel m

50.0120 Wet cleaning down of areas of sound matt finish and areas abraded to 

sound paint or bright metal coatings or bright steel
m

50.0125 Protective system on surfaces prepared to bright steel or bright metal 

coating
m

50.0130 Protective system on surfaces prepared to sound paint m
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50.0135 Protective system on surfaces prepared to clean steel or sound metal 

coating
m

Lighting Columns, Sign Posts, Feeder Pillars and the like

50.0140 Surface preparation of existing lighting column, height not exceeding 6m, 

with single bracket arm not exceeding 2.0m 
nr

50.0145 Surface preparation of existing lighting column, height exceeding 6m but not 

exceeding 12m, with single bracket arm not exceeding 2.0m 
nr

50.0150 Surface preparation of existing lighting column, height not exceeding 6m, 

with double bracket arm not exceeding 2.5m 
nr

50.0155 Surface preparation of existing lighting column, height exceeding 6m but not 

exceeding 12m, with double bracket arm not exceeding 2.5m 
nr

50.0160 Surface preparation of existing lighting column, height not exceeding 6m, 

with single bracket arm not exceeding 2.5m 
nr

50.0165 Surface preparation of existing lighting column, height exceeding 6m but not 

exceeeding 12m, with single bracket arm not exceeding 2.5m 
nr

50.0170 Surface preparation of existing lighting column, height exceeding 12m but 

not exceeding 15m, with single bracket arm not exceeding 2.5m 
nr

50.0175 Surface preparation of existing lighting column, height exceeding 12m but 

not exceeding 15m, with double bracket arm not exceeding 2.5m 
nr

50.0180 Surface preparation of existing sign post, height not exceeding 5m nr

50.0185 Surface preparation of existing sign post, height exceeding 5m but not 

exceeding 10m 
nr

50.0190 Surface preparation of existing Feeder Pillar Type 1 or 2 nr

50.0195 Surface preparation of existing Feeder Pillar Type 3 or 4 nr

50.0200 Painting of existing lighting column, height not exceeding 6m, with single 

bracket arm not exceeding 2.0m 
nr

50.0205 Painting of existing lighting column, height exceeding 6m but not exceeding 

12m, with single bracket arm not exceeding 2.0m 
nr

50.0210 Painting of existing lighting column, height not exceeding 6m, with double 

bracket arm not exceeding 2.5m 
nr

50.0215 Painting of existing lighting column, height exceeding 6m but not exceeding 

12m, with double bracket arm not exceeding 2.5m 
nr

50.0220 Painting of existing lighting column, height exceeding 12m but not 

exceeding 15m, with single bracket arm not exceeding 2.5m
nr

50.0225 Painting of existing lighting column, height exceeding 12m but not 

exceeding 15m, with double bracket arm not exceeding 2.5m
nr

50.0230 Painting of existing sign post, height not exceeding 5m nr

50.0235 Painting of existing sign post, height exceeding 5m but not exceeding 10m nr

50.0240 Painting of existing Feeder Pillar Type 1 or 2 nr

50.0245 Painting of existing Feeder Pillar Type 3 or 4 nr

50.0250 Painting of telephone posts. nr

50.0255 Painting refuge beacon posts. nr

50.0260 Painting of bollard. nr

Anti-graffiti coating

50.0265 Application of anti-graffiti coating to exposed surfaces, all materials. m²
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