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Series 1400: Electrical Work for Road Lighting and Traffic Signs

Rate £ : p

For Quantity Band

A

B

C

D

ITEM NO. DESCRIPTION

UNIT

0-9.99

10-49.99 50-249.99

250+

Locating Buried Road Lighting and Traffic Signs Cable

14.0005

Locating buried road lighting and traffic signs cable in carriageways, 

m

footways, bridge decks and paved areas.

14.0010

Locating buried road lighting and traffic signs cable in verges and central 

m

reserves.

14.0015

Locating buried road lighting and traffic signs cable in side slopes of cuttings 

m

or side slopes of embankments.

Trench for Cable 

14.0020

Trench for cable not exceeding 300 mm wide, depth not exceeding 1.5 

m

metres, in carriageways, footways and paved areas.

14.0025

Trench for cable not exceeding 300 mm wide, depth not exceeding 1.5 

m

metres, in verges and central reserves.

14.0030

Trench for cable not exceeding 300 mm wide, depth not exceeding 1.5 

m

metres, in side slopes of cuttings or side slopes of embankments.

14.0035

Trench for cable exceeding 300 mm but not exceeding 450 mm wide, depth 

m

not exceeding 1.5 metres, in carriageways, footways and paved areas.

14.0040

Trench for cable exceeding 300 mm but not exceeding 450 mm wide, depth 

m

not exceeding 1.5 metres, in verges and central reserves.

14.0045

Trench for cable exceeding 300 mm but not exceeding 450 mm wide, depth 
not exceeding 1.5 metres, in side slopes of cuttings or side slopes of 

m

embankments.

14.0050

Trench for cable not exceeding 300 mm wide, depth exceeding 1.5 metres 

m

but not exceeding 2.0 metres, in carriageways, footways and paved areas.

14.0055

Trench for cable not exceeding 300 mm wide, depth exceeding 1.5 metres 

m

but not exceeding 2.0 metres, in verges and central reserves.

14.0060

Trench for cable not exceeding 300 mm wide, depth exceeding 1.5 metres 
but not exceeding 2.0 metres, in side slopes of cuttings or side slopes of 

m

embankments.

14.0065

Trench for cable exceeding 300 mm but not exceeding 450 mm wide, depth 
exceeding 1.5 metres but not exceeding 2.0 metres, in carriageways, 

m

footways and paved areas.

14.0070

Trench for cable exceeding 300 mm but not exceeding 450 mm wide, depth 
exceeding 1.5 metres but not exceeding 2.0 metres, in verges and central 

m

reserves.

14.0075

Trench for cable exceeding 300 mm but not exceeding 450 mm wide, depth 
exceeding 1.5 metres but not exceeding 2.0 metres, in side slopes of 

m

cuttings or side slopes of embankments.

14.0080

Excavation in Hard Material for any item of electrical work for road 

m³

lighting or traffic signs

Slot Cutting

14.0085

Slot cut 15mm wide x 100mm deep, 2.5mm 3 core LV cable laid into slot, 

m

bitumen seal for LV supply to traffic bollards and traffic signs.

Cable Tray, Conduit and Trunking

14.0090

Soffit mounted galvanised cable tray, not exceeding 150mm wide, height not 

m

exceeding 6m

14.0095

Soffit mounted galvanised cable tray, not exceeding 200mm wide, height not 

m

exceeding 6m

14.0100

Wall mounted galvanised conduit, not exceeding 25mm dia, height not 

m

exceeding 6m
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250+

14.0105

Wall mounted flexible conduit, not exceeding 25mm dia, height not 

m

exceeding 6m

14.0110

Wall mounted galvanised trunking, not exceeding 100mm x 50mm, height 

m

not exceeding 6m

XLPE/SWA/PVC Cable (3-core into trench/duct) 

14.0115

2.5mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0120

4mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0125

6mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0130

10mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0135

16mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0140

25mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0145

35mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0150

50mm² 3-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

XLPE/SWA/PVC Cable (4-core into trench/duct) 

14.0155

2.5mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0160

4mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0165

6mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0170

10mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0175

16mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0180

25mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0185

35mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

14.0190

50mm² 4-core XLPE/SWA/PVC cable with copper conductors laid through duct or in 

m

any trench depth not exceeding 2m

XLPE/SWA/PVC Cable (3-core in cable tray or trunking)

14.0195

2.5mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0200

4mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0205

6mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0210

10mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0215

16mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking
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14.0220

25mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0225

35mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0230

50mm² 3-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

XLPE/SWA/PVC Cable (4-core in cable tray or trunking)

14.0235

2.5mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0240

4mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0245

6mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0250

10mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0255

16mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0260

25mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0265

35mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

14.0270

50mm² 4-core XLPE/SWA/PVC cable with copper conductors fixed in cable tray or 

m

trunking

XLPE/SWA/LS0H Cable (3-core in cable tray or trunking)

14.0275

2.5mm² 3-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0280

4mm² 3-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0285

6mm² 3-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0290

1omm² 3-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

XLPE/SWA/LS0H Cable (4-core in cable tray or trunking)

14.0295

2.5mm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0300

4mm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0305

6mm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0310

1omm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0315

16mm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0320

25mm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

14.0325

35mm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking
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250+

14.0330

50mm² 4-core XLPE/SWA/LS0H cable with copper conductors fixed in cable tray or 

m

trunking

LS0H PVC Cable (single-core in conduit or trunking) 

14.0335

1.5mm² single-core LS0H PVC cable with copper conductors in conduit or trunking

m

14.0340

2.5mm²  single-core LS0H PVC cable with copper conductors in conduit or trunking

m

14.0345

4mm²  single-core LS0H PVC cable with copper conductors in conduit or trunking

m

14.0350

6mm²  single-core LS0H PVC cable with copper conductors in trunking

m

14.0355

10mm²  single-core LS0H PVC cable with copper conductors in trunking

m

Cable Joints

14.0360

Straight joint for any SWA 3-core cable 2.5mm² through to 10mm² with any 

nr

other 3-core cable not exceeding 10mm² 

14.0365

Straight joint for any SWA 3-core cable exceeding 10mm² through to 25mm² 

nr

with any other 3-core cable not exceeding 25mm² 

14.0370

Straight joint for any SWA 3-core cable exceeding 25mm² through to 50mm² 

nr

with any other 3-core cable not exceeding 50mm² 

14.0375

Straight joint for any SWA 4-core cable 2.5mm² through to 10mm² with any 

nr

other 4-core cable not exceeding 10mm² 

14.0380

Straight joint for any SWA 4-core cable exceeding 10mm² through to 25mm² 

nr

with any other 4-core cable not exceeding 25mm² 

14.0385

Straight joint for any SWA 4-core cable exceeding 25mm² through to 50mm² 

nr

with any other 4-core cable not exceeding 50mm² 

14.0390

Tee/Breech joint for any SWA 3-core cable 2.5mm² through to 10mm² with 

nr

any other 3-core cable not exceeding 10mm² 

14.0395

Tee/Breech joint for any SWA 3-core cable exceeding 10mm² through to 

nr

25mm² with any other 3-core cable not exceeding 25mm² 

14.0400

Tee/Breech joint for any SWA 3-core cable exceeding 25mm² through to 

nr

50mm² with any other 3-core cable not exceeding 50mm² 

14.0405

Tee/Breech joint for any SWA 4-core cable 2.5mm² through to 10mm² with 

nr

any other 4-core cable not exceeding 10mm² 

14.0410

Tee/Breech joint for any SWA 4-core cable exceeding 10mm² through to 

nr

25mm² with any other 4-core cable not exceeding 25mm² 

14.0415

Tee/Breech joint for any SWA 4-core cable exceeding 25mm² through to 

nr

50mm² with any other 4-core cable not exceeding 50mm² 

Terminations - Single Cut Out

14.0420

Cable termination, single cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in large base traffic sign post

14.0425

Cable termination, single cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in large base traffic sign post

14.0430

Cable termination, single cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in lighting column

140435

Cable termination, single cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in lighting column

14.0440

Cable termination, single cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in feeder pillar
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14.0445

Cable termination, single cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in feeder pillar

Terminations - 2-way Cut Out

14.0450

Cable termination, 2-way cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in large base traffic sign post

14.0455

Cable termination, 2-way cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in large base traffic sign post

14.0460

Cable termination, 2-way cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in lighting column

14.0465

Cable termination, 2-way cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in lighting column

14.0470

Cable termination, 2-way cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in feeder pillar

14.0475

Cable termination, 2-way cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in feeder pillar

Terminations - 3-way Cut Out

14.0480

Cable termination, 3-way cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in large base traffic sign post

14.0485

Cable termination, 3-way cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in large base traffic sign post

14.0490

Cable termination, 3-way cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in lighting column

14.0495

Cable termination, 3-way cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in lighting column

14.0500

Cable termination, 3-way cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in feeder pillar

14.0505

Cable termination, 3-way cut out, any SWA cable with conductors exceeding 

nr

10mm² but not exceeding 25mm² in feeder pillar

Terminations - Looped Cut Out

14.0510

Cable termination, looped cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in large base traffic sign post

14.0515

Cable termination, looped cut out, any SWA cable with conductors 

nr

exceeding 10mm² but not exceeding 25mm² in large base traffic sign post

14.0520

Cable termination, looped cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in lighting column

14.0525

Cable termination, looped cut out, any SWA cable with conductors 

nr

exceeding 10mm² but not exceeding 25mm² in lighting column

14.0530

Cable termination, looped cut out, any SWA cable with conductors not 

nr

exceeding 10mm² in feeder pillar

14.0535

Cable termination, looped cut out, any SWA cable with conductors 

nr

exceeding 10mm² but not exceeding 25mm² in feeder pillar

Feeder Pillars

14.0540

Type 1 : Powder Coated, stainless steel feeder pillar, height 700mm width 

nr

250mm depth 170mm nominal, single door

14.0545

Type 2 : Powder Coated, stainless steel feeder pillar, height 800mm width 

nr

450mm depth 250mm nominal, single door
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14.0550

Type 3 : Powder Coated, stainless steel feeder pillar, height 1100mm width 

nr

850mm depth 350mm nominal, single door

14.0555

Type 4 : Powder Coated, stainless steel feeder pillar, height 1500mm width 

nr

1500mm depth 450mm nominal, single door

Feeder Pillar Controls and Equipment

14.0560

100A TP&SN Switch fuse

nr

14.0565

63A SP&N Distribution Board with 63A switch, 4-way

nr

14.0570

63A SP&N Distribution Board with 63A switch, 8-way

nr

14.0575

63A SP&N Distribution Board with 63A switch, 12-way

nr

14.0580

63A SP&N Distribution Board with 63A switch, 16-way

nr

14.0585

63A SP&N Distribution Board with 63A switch, 20-way

nr

14.0590

20A DP override switch

nr

14.0595

13A fused connector unit

nr

14.0600

13A socket outlet with 30MA RCD

nr

14.0605

Froststat

nr

14.0610

300mm tubular heater

nr

14.0615

Earthing Block

nr

14.0620

Bulkhead luminaire

nr

Disconnection of Cables

14.0625

Permanent disconnection on 3-core SWA cable not exceeding 10 mm².

nr

14.0630

Permanent disconnection on 3-core SWA/ cable exceeding 10 mm² but not 

nr

exceeding 50 mm².

14.0635

Permanent disconnection on 4-core SWA cable not exceeding 25 mm².

nr

14.0640

Permanent disconnection on 4-core SWA cable exceeding 25 mm² but not 

nr

exceeding 50 mm².

Equipotential Bonding

14.0645

Equipotential bonding, earth pit and rod.

nr

14.0650

Equipotential bonding, additional earth rods.

nr

14.0655

Equipotential bonding, additional earth conductor.

nr

Hazard Safety Bollards

14.0660

Hazard safety bollards.

nr

Maintenance of Hazard Safety Bollards

14.0665

Maintenance of hazard safety bollards.

day

Electrical Testing

14.0670

Electrical testing of lighting unit, single luminaire, nominal mounting height 

nr

not exceeding 12m
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Series 1400: Electrical Work for Road Lighting and Traffic Signs

Rate £ : p

For Quantity Band

A

B

C

D

ITEM NO. DESCRIPTION

UNIT

0-9.99

10-49.99 50-249.99

250+

14.0675

Electrical testing of lighting unit, single luminaire, nominal mounting height 

nr

exceeding 12m but not exceeding 18m

14.0680

Electrical testing of lighting unit, two luminaires, nominal mounting height not 

nr

exceeding 12m

14.0685

Electrical testing of lighting unit, two luminaires, nominal mounting height 

nr

exceeding 12m but not exceeding 18m

14.0690

Electrical testing of lighting unit, multiple luminaires, nominal mounting height 

nr

exceeding 18m

14.0695

Electrical testing of catenary lighting bay unit, with 1 No. luminaire, any 

nr

mounting height.

14.0700

Electrical testing of catenary lighting bay unit, with 2 No. luminaires, any 

nr

mounting height.

14.0705

Electrical testing of catenary lighting bay unit, with 3 No. luminaires, any 

nr

mounting height.

14.0710

Electrical testing of catenary lighting bay unit, with 4 No. luminaires, any 

nr

mounting height.

14.0715

Electrical testing of catenary lighting bay unit, with 5 No. luminaires, any 

nr

mounting height.

14.0720

Electrical testing of sign lighting unit, single luminaire, mounting height not 

nr

exceeding 10m

14.0725

Electrical testing of sign lighting unit, two luminaires, mounting height not 

nr

exceeding 10m

14.0730

Electrical testing of sign lighting unit, single luminaire, gantry mounted

nr

14.0735

Electrical testing of feeder pillar

nr

Take Up or Down and Remove to Store and Re-Erect Feeder Pillars

14.0740

Take up or down and remove to store and re-erect feeder pillars Types 1 or 

nr

2.

14.0745

Take up or down and remove to store and re-erect feeder pillars Types 3 or 

nr

4.

Take Up or Down and Remove to Licensed Tip off the Site Feeder 
Pillars

14.0750

Take up or down and remove to tip feeder pillars Types 1 or 2.

nr

14.0755

Take up or down and remove to tip feeder pillars Types 3 or 4.

nr

Remove from Store and Re-Erect Feeder Pillars

14.0760

Remove from store and re-erect feeder pillars Types 1 or 2.

nr

14.0765

Remove from store and re-erect feeder pillars Types 3 or 4.

nr

Take Up of down and Re-erect Feeder Pillars

14.0770

Take up or down and re-erect feeder pillars Types 1 or 2.

nr

14.0775

Take up or down and re-erect feeder pillars Types 3 or 4.

nr

Routine Maintenance of Feeder Pillar

14.0780

Routine maintenance of Feeder Pillar, Types 1 or 2.

nr
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Series 1400: Electrical Work for Road Lighting and Traffic Signs

Rate £ : p

For Quantity Band

A

B

C

D

ITEM NO. DESCRIPTION

UNIT

0-9.99

10-49.99 50-249.99

250+

14.0785

Routine maintenance of Feeder Pillar, Types 3 or 4.

nr

Temporary Overhead Feed To Road Lighting Units

14.0790

Temporary overhead feed to road lighting units, span not exceeding 50m, 

nr

mounting height not exceeding 15m
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