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Rate £ : p

FOR QUANTITY BAND

ITEM  DESCRIPTION

UNIT

NO.

ROTARY CORING IN CARRIAGEWAYS AND 
STRUCTURES

33.0005

Establishment of plant for rotary coring of any 
diameter in existing carriageways of any 

Item

construction

33.0010

Establishment of plant for rotary coring of any 
diameter in existing structures

Item

33.0015

Establishment of plant for working in confined 
spaces for rotary coring of existing structures

Item

1-10

11-100 101-500 501+

33.0020

Rotary coring of existing structure 25mm diameter 
to depth not exceeding 150mm.

nr

33.0025

Rotary coring of existing structure 50mm diameter 
to depth not exceeding 150mm.

nr

33.0030

Rotary coring of existing structure 50mm diameter 
to depth exceeding 150mm but not exceeding 

nr

300mm.

33.0035

Rotary coring of existing structure 50mm diameter 
to depth exceeding 300mm but not exceeding 

nr

450mm.

33.0040

Rotary coring of existing structure 50mm diameter 
to depth exceeding 450mm but not exceeding 

nr

600mm.

33.0045

Rotary coring of existing structure 75mm diameter 
to depth not exceeding 150mm.

nr

33.0050

Rotary coring of existing structure 75mm diameter 
to depth exceeding 150mm but not exceeding 

nr

300mm.

33.0055

Rotary coring of existing structure 75mm diameter 
to depth exceeding 300mm but not exceeding 

nr

450mm.

33.0060

Rotary coring of existing structure 75mm diameter 
to depth exceeding 450mm but not exceeding 

nr

600mm.

33.0065

Rotary coring of existing structure 100mm diameter 
to depth not exceeding 150mm.

nr

33.0070

Rotary coring of existing structure 100mm diameter 
to depth exceeding 150mm but not exceeding 

nr

300mm.
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[bookmark: 2]33.0075

Rotary coring of existing structure 100mm diameter 
to depth exceeding 300mm but not exceeding 

nr

450mm.

33.0080

Rotary coring of existing structure 100mm diameter 
to depth exceeding 450mm but not exceeding 

nr

600mm.

33.0085

Extra-over Items 3301.0004 to 3301.0016 for 
working in confined spaces.

nr

33.0090

Rotary coring of existing flexible carriageway 
100mm diameter, depth not exceeding 150mm.

nr

33.0095

Rotary coring of existing flexible carriageway 
100mm diameter, depth exceeding 300mm but not 

nr

exceeding 450 mm.

33.0100

Rotary coring of existing flexible carriageway 
150mm diameter, depth not exceeding 150mm.

nr

33.0105

Rotary coring of existing flexible carriageway 
150mm diameter, depth exceeding 150mm but not 

nr

exceeding 300 mm.

33.0110

Rotary coring of existing flexible carriageway 
150mm dia, depth exceeding 300mm but not 

nr

exceeding 450 mm.

33.0115

Rotary coring of existing flexible carriageway 
150mm dia, depth exceeding 450mm but not 

nr

exceeding 600 mm.

33.0120

Rotary coring of existing composite carriageway 
100mm diameter, depth not exceeding 150mm.

nr

33.0125

Rotary coring of exg composite carriageway 
100mm dia, depth exceeding 150mm but not 

nr

exceeding 300 mm.

33.0130

Rotary coring of exg composite carriageway 
100mm dia, depth exceeding 300mm but not 

nr

exceeding 450 mm.

33.0135

Rotary coring of exg composite carriageway 
100mm dia, depth exceeding 450mm but not 

nr

exceeding 600 mm.

33.0140

Rotary coring of existing composite carriageway 
150mm diameter, depth not exceeding 150mm.

nr

33.0145

Rotary coring of exg composite carriageway 
150mm dia, depth exceeding 150mm but not 

nr

exceeding 300 mm.
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[bookmark: 3]33.0150

Rotary coring of exg composite carriageway 
150mm diameter, depth exceeding 300mm but not 

nr

exceeding 450 mm.

33.0155

Rotary coring of exg composite carriageway 
150mm diameter, depth exceeding 450mm but not 

nr

exceeding 600 mm.

STRUCTURAL INVESTIGATIONS

33.0160

Chloride ion content test.

nr

33.0165

Cement content test.

nr

33.0170

Compressive strength test of 75mm diameter 

nr

cores.

33.0175

Compressive strength test of 100mm diameter 

nr

cores.

33.0180

Compressive strength test of 150mm diameter 

nr

cores.

33.0185

Tensile strength test of reinforcement not 

nr

exceeding 25mm diameter.

33.0190

Tensile strength test of reinforcement exceeding 

nr

25mm diameter.

33.0195

Half cell potential test.

nr

33.0200

Cover meter survey not exceeding 1 m²

nr

33.0205

Extra Over Item No 33.0200 for each additional 1 

nr

m² or part thereof.

33.0210

Resistivity test.

nr

33.0215

Sulphate test.

nr

33.0220

Carbonation test.

nr

33.0225

Water/cement ratio test.

nr

33.0230

Silane Impregnation test.

nr

TRIAL HOLES 

33.0235

Trial hole in unpaved areas, depth up to 1.2m, not 
exceeding 1 m³

nr

33.0240

Trial hole in paved areas, depth up to 1.2 m, not 
exceeding 1m³

nr

Page 207



[bookmark: 4]33.0245

Trial hole in unpaved areas, depth exceeding 1.2m, 

not exceeding 1 m3

nr

33.0250

Trial hole in paved areas, depth exceeding 1.2m, 

not exceeding 1 m3

nr

33.0255

Trial hole in unpaved areas, depth up to 1.2m, 

exceeding 1 m3 but not exceeding 2m3

nr

33.0260

Trial hole in paved areas, depth up to 1.2m, 

exceeding 1 m3 but not exceeding 2m3

nr

33.0265

Trial hole in unpaved areas, depth exceeding 1.2m, 

exceeding 1 m3 but not exceeding 2m3

nr

33.0270

Trial hole in paved areas, depth exceeding 1.2m, 

exceeding 1 m3 but not exceeding 2m3

nr

33.0275

Trial hole in unpaved areas, depth up to 1.2m, 

exceeding 2 m3 but not exceeding 3 m3

nr

33.0280

Trial hole in paved areas, depth up to 1.2m, 

exceeding 2 m3 but not exceeding 3 m3

nr

33.0285

Trial hole in unpaved areas, depth exceeding 1.2m, 

exceeding 2 m3 but not exceeding 3 m3

nr

33.0290

Trial hole in paved areas, depth exceeding 1.2m, 

exceeding 2 m3 but not exceeding 3 m3

nr

33.0295

Trial hole in unpaved areas, depth up to 1.2m, 

exceeding 3 m3

nr

33.0300

Trial hole in paved areas, depth up to 1.2m, 

exceeding 3 m3

nr

33.0305

Trial hole in unpaved areas, depth exceeding 1.2m, 

exceeding 3 m3

nr

33.0310

Trial hole in paved areas, depth exceeding 1.2m, 

exceeding 3 m3

nr

33.0315

Trial hole in bridge deck, any depth, not exceeding 
0.25 m³

nr

33.0320

Trial hole in bridge deck, any depth, exceeding 0.25 
m³ 

nr

CCTV SURVEYS OF DRAINAGE SYSTEMS

33.0325

Establishment of plant for closed circuit television 
survey.

Item

0-10

10.1-

100.1-

501+

100

500

Page 208



[bookmark: 5]33.0330

Setting up survey equipment at manhole not 
exceeding 3 metres in depth to invert level of 

nr

lowest pipe

33.0335

Setting up survey equipment at manhole exceeding 
3 metres in depth to invert level of lowest pipe

nr

33.0340

Drain survey by closed circuit television camera to 
drain not exceeding 225mm diameter with access 

m

from one end only

33.0345

Drain survey by closed circuit television camera to 
drain not exceeding 225mm diameter with access 

m

from both ends

33.0350

Drain survey by cctv camera to drain exceeding 
225mm dia but not exceeding 450mm dia with 

m

access from one end only

33.0355

Drain survey by cctv camera to drain exceeding 
225mm dia but not exceeding 450mm dia with 

m

access from both ends

33.0360

Drain survey by cctv camera to drain exceeding 
450mm dia but not exceeding 900mm dia with 

m

access from one end only

33.0365

Drain survey by cctv camera to drain exceeding 
450mm dia but not exceeding 900mm dia with 

m

access from both ends

TOPOGRAPHICAL SURVEYS

33.0370

Project Director

hr

33.3075

Principal Engineer

hr

33.0380

Specialist/Expert A

hr

33.0385

Specialist/Expert B

hr

33.0390

Senior Professional A

hr

33.0395

Senior Professional B

hr

33.0400

Engineer A

hr

33.0405

Engineer B

hr

33.0410

Incorporated Engineer

hr

33.0415

Graduate Engineer

hr

33.0420

Senior Technician

hr

33.0425

Technician

hr

33.0430

CAD Technician

hr

33.0435

Junior

hr

33.0440

Technical Administrative Officer

hr

STRUCTURAL ASSESSMENT AND TESTING OF 
STEEL LIGHTING COLUMNS
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Test Type 1, column height less than 6m

nr

33.0450

Test Type 1, column height 6m to 9m

nr

33.0455

Test Type 1, column height over 9m to 12.5m

nr

33.0460

Test Type 2, column height less than 6m

nr

33.0465

Test Type 2, column height 6m to 9m

nr

33.0470

Test Type 2, column height over 9m to 12.5m

nr

33.0475

Test Type 3, column height less than 6m

nr

33.0480

Test Type 3, column height 6m to 9m

nr

33.0485

Test Type 3, column height over 9m to 12.5m

nr

33.0490

Test Type 4, column height less than 6m

nr

33.0495

Test Type 4, column height 6m to 9m

nr

33.0500

Test Type 4, column height over 9m to 12.5m

nr

33.0505

Test Type 5, column height less than 6m

nr

33.0510

Test Type 5, column height 6m to 9m

nr

33.0515

Test Type 5, column height over 9m to 12.5m

nr

33.0520

Theoretical Strength Assessment, any column height

nr
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