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400mm x 400mm buff tactile paving laid on 30mm sand bed.

Tactile paving to be flush with finished carriageway surfacing.

Existing carriageway to be saw cut/excavated as required

Precast kerb quadrant (450mm radius)

OR

Conservation kerb quadrant (305mm radius)

PCC HB2 kerb 125 x 250

(2M External radius)
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Conservation kerb 150 x 250

(3m External radius)
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PCC HB2 kerb 125 x 250

(2M External radius)

OR

Conservation kerb 150 x 250

(3m External radius)

PCC HB2 kerb 125 x 250

OR

Conservation kerb 150 x 250

Existing carriageway level to be

raised with AC14 regulating

material and finished with AC6

dense surf 100/150 20mm thick

Self righting bollard at either end of island.

Refer to sign schedule for details

Precast kerb quadrant (450mm radius)

OR

Conservation kerb quadrant (305mm radius)

Refuge beacon or

post (where required)

Existing carriageway level to be

raised with AC14 regulating

material and finished with AC6

dense surf 100/150 20mm thick

Self righting bollard at either end of island.

Refer to sign schedule for details

Length varies. Refer to scheme drawings for overall length

Length varies. Refer to scheme drawings for overall length
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This drawing is not to be used in whole or part other than for the intended purpose and

project as defined on this drawing. Refer to the contract for full terms and conditions.
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NOTES:

1. Kerbing type to be as scheme

drawings/ Engineer's requirements

2. Refuge beacon /signing detail as

Drawing KCC/HTW/1200/003

3. Ducting layout details as drawing

KCC/SD/1400/034

4. Non-lit self righting bollard detail as

Drawing KCC/SD/1400/035

5. Precast/conservation kerbs bedding

and backing detail as drawing

KCC/HTW/1100/001

6. For refuge islands wider than 1.9m,

the strip between the 2 seperate

rows of tactile paving is to be

finished  with AC6 surface course

over AC14 regulating material.


