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1.0 

EXECUTIVE SUMMARY 

1.1 

A  general  overview  of  the  Mulberry  School  was  carried  out  on  the  7th  April  and  the  2nd 

August 2016.  

1.2 

Clancy Consulting  were asked by Carl White of Semperian Infrastructure Management Ltd to 

complete an intrusive inspection of the above school to review: 

a.  If wall ties have been installed 
b.  If  wal   ties  instal ed  were  compliant  with  the  British  Standards  specification  BS  EN 

845-1:2013 

1.3 

Various forms of construction of the external wal s were observed and can be 

summarised as fol ows: 

 
Block A :Cavity wall construction with approximately 90mm partial y insulated cavity 

with wall ties with wal  ties embedded approximately 60mm into the outer leaf. 

 
Block B : Primarily solid 140mm block work construction, with an insulated render 

acrylic render system to the external face. The Sport Hal , however, was confirmed to 

be blockwork cavity wal  construction with 180mm partially insulated cavity, with wall 

ties. 

 
Block C :  Primarily solid 140mm block work construction, with an insulated render 

acrylic render system to the external face. The 6th Form area, to the southern eastern 

corner of Block C, was confirmed as traditional cavity wall construction with 

approximately 90mm partially insulated cavity, with wall ties embedded approximately 

60mm into the outer leaf. 

 
Block D :  Solid 140mm block work construction, with an insulated render acrylic 

render system to the external face 
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2.0 

INTRODUCTION 

2.1 

Clancy Consulting were asked by Carl White of Semperian Infrastructure Management Ltd to 

complete an intrusive inspection of the Mulberry School. 

2.2 

We were provided with extracts from the Mil er Construction Health and Safety files for the 

site.  

2.3 

Clancy  Consulting  were  appointed  to  investigate  the  cavity  wal   construction  at  the  above 

school. A borescope was used through holes, dril ed at random points, to view the depth of 

cavity and the integrity of the wall ties.  A desk study was conducted prior to site works. 

2.4 

A mobile lift was available to allow for a number of high inspections. 

2.5 

A contractor was in attendance throughout the investigation and a number of the borescope 

investigation  positions  were  “opened  up”.    Opening  up  was  only  undertaken  from  ground 

level due to the access equipment available (ie MEWP - no scaffold) 

2.6 

This report and advice is based on the documents mentioned above, an inspection with the 

information  provided  and  on  the  exposed  areas,  but  without  any  other  physical 

investigations or testing on site. 

2.7 

Our  inspection  and  this  report  are  not  a  building  survey  or  structural  survey.  While  the 

property appears to be structural y sound, no assurance is given that areas that are covered 

or not inspected are free from defects. 

2.8 

All directions are given as standing on to the front of the properties facing the properties.   
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3.0 

DESCRIPTION OF PROPERTY / DESK STUDY 

3.1 

The  study  revealed  a  single  block  skin  with  outer  insulation  covered  by  ply  across  the 

majority of the perimeter walls, with traditional cavity construction to Block A, Sports Hall 

and 6th Form Area only". This was confirmed by our site investigations 
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4.0 

INSPECTION AND FINDINGS 

4.1 

The survey was to comprise an intrusive inspection to determine: 

a.  If wall ties have been installed 

b.  If wal  ties instal ed are compliant with the British Standards specification BS EN 845-

1:2013 

4.2 

The majority of walls investigated were found to be solid block wal s, as such there is 

no presence of a cavity and therefore no wal  ties.  Traditional cavity construction is 

provided to Block A, Sports Hal  and 6th Form Area only. 

4.3 

Clancy Consulting was requested by the client to return to site to undertake additional 

 

intrusive investigations to confirm the external wall construction to Block A, South East 

 

Corner of Block C and the Sports Hall within Block B. 

 
4.4 

The additional investigations were undertaken on 2nd August 2016, in which a further 9 

 

areas were exposed to confirm the wal  construction and whether or not wal  ties had 

 

been provided. The investigations were carried out at random locations at ground and 

 

first floor levels. Access to the upper levels were carried out using a cherry picker. 

 
4.5 

The investigation entailed the careful removal of a single brick from the outer leaf to 

 

al ow a detailed inspection of the of the cavity and wal  tie arrangement. 

 
4.6 

The investigations concluded that the walls within each additional area of 

 

investigation are cavity wall construction with cavity widths of 90mm and 180mm. In 

 

al  locations cavity wall ties were recorded, which had an embedment of at least 

 

50mm  into the outer leaf. 

 
4.7 

The cavity wall construction to the sports hall was confirmed to have 180mm cavity, 

 

which concealed the primary steel column for the main super structure. During our 

 

inspection it was not possible to confirm if the cavity wall was tied to the column. 

 

The arrangement on site would suggest that either an intermediate horizontal rail 

 

has been provided or a special twisted tie fixed to the column and into the masonry 

 

has been detailed but not observed. 

 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

PLAN VIEW OF CAVITY WALL TO SPORTS HALL ADJACENT TO STEEL COLUMN 
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4.8 

Extensive opening up works would be required to establish the lateral restraint detail 

 

of the cavity block wal  to the Sports Hal , which would need internal access. From our 

 

visual inspection however, the wal  appears to be in reasonable condition and there 

 

are no signs at al , of distortion which would be representative of a lack of lateral 

 

restrain. 

 
4.9 

Typical wall tie detail to Block A 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
4.10 

Typical Wall tie detail to south east corner of Block C 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
4.11   See full excel sheet with details of each opening in Appendix B. 
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5.0   RECOMMENDATIONS AND CONCLUSION 

5.1  The site investigation corresponded with the desk study and confirmed the 

majority of perimeter walls are of solid masonry construction. 

5.2  The additional inspection carried out on 2 August 2016, there appears to be adequate 

provision for masonry wal  ties for the identified cavity wal s to Blocks A, C and B. 

 

5.3  No significant structural defects were noted during our inspection, which would suggest 

the wal s are functioning to their intended design use. 

 

5.4  The lateral restraint to the cavity wall to the Sports Hall was not confirmed during our 

inspection due to the requirement of major intrusive investigation in the form of local 

removal of blockwork both internal y and external y would be required to establish the 

restraint detail.  

 

However as noted above, no significant defects were observed to raise concern that no 

restraint had been provided, therefore we have no reason to consider the school unsafe 

for continued occupation. 
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Appendix A – Site Investigation record drawing and findings 
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Mulberry School - Site Plan  

3 (1st floor 

4 (1st floor level) 

5 

2 

New build area 

1 

 

Table 1: 

Expected 

Hole 

cavity from 

Actual 

Number 

desk study  

cavity  

Comments  

1 

0mm 

0mm 

Solid wall, no cavity  
Solid wall with 
insulation on outside 

2 

0mm 

0mm 

face  

3 

0mm 

0mm 

Solid wall, no cavity  
Solid wall with 
insulation on outside 

4 

0mm 

0mm 

face  
Block then void/cavity 

5 

0mm 

0mm 

for entire probe 
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Appendix B – As Built Drawings  
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