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[bookmark: 3](244.5mm) casing will isolate 

number 124 recorded at a 

the Sherwood sandstone from 

depth of -1.03m BRT indicating 

any hydrocarbon bearing 

the 9 5/8” casing was above 

reservoirs in the following 

the rotary table and the 

section. Once cemented, the 

ground surface. 

casing will be pressure tested 

 

to confirm its integrity. 

WNA-2 Daily Operations 

01:45 to 06:00 mix and pump 

Report no.42 for 29.05.19. 

513 bbls of 12.5 ppg RHC 
cement slurry. Full planned 
volume pumped.  
 
06:00 to 07:45 
Full returns at surface 
throughout job and cement 
contaminated spacer detected 
at surface indicating good 
cement column close to 
surface. Differential pressure 
prior to stopping 640 psi at 2 
bpm. 
 

Rathlin Energy casing stretch 

Casing stretch calculation 

calculator spreadsheet  

indicates the 9 5/8” casing is 
cemented to approximately 
265m BRT giving 296m of 
cement within the 13.375” 
casing. 
 

Rathlin Energy ‘West Newton 

Calculated target differential 

A-2 cement calcs spreadsheet 

pressure for cement to surface 

28.05.29’ 

460 psi. 
 
Differential pressure achieved 
prior to stopping 640 psi at 2 
bpm.  
 

Rathlin Energy West Newton 

Volume calculations indicate 

A-2 volume calculation 

when spacer fluid showed at 

spreadsheet 

surface cement was at 

 

approximately 229m TVD BRT 
giving 332m of cement within 
the 13.375” casing. 
 

Once cemented, the casing will  WNA-2 9 5/8“ casing pressure 

Low (5 minute/300 psi) and 

be pressure tested to confirm 

test chart dated 31/05/2019 

high (15 minute/4500 psi)                 

its integrity. 

pressure tests recorded. No 
loss of pressure recorded. 
 

Section 5.2 page 9 

WNA-2 9 5/8“ casing 

No loss of pressure recorded. 

A Formation Integrity Test will 

Formation integrity test (FIT) 

be carried out on the 9.625” 

chart dated 02/06/2019 

(244.5mm) casing shoe 
immediately following the 
drilling out of the shoe, at the 
start of drilling the next hole 
section.  
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