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The following information was present as appendices: Installation crew accreditation, manufacturers Q.C 
data, subgrade approval records, trial seam records, deployment and testing records, defects and repair 
records for the HDPE FML, manufacturers Q.C data, subgrade approval records, roll deployment records for 
upper and lower geotextile, and photographic records. 
  
Records relating to the well cellar integrity drop tests were inspected. Document 
ZET/CON/SITC/REWNB1/001 dated 12th August 2020 relates to the WNB-1 cellar. Document 
ZET/CON/SITC/REWNB2/001 dated 13th August 2020 relates to the WNB-2 cellar. The documents describe 
how each drop test was carried out and record cellar integrity as confirmed.  
  
Inspection of records relating to conductor installation 
  
Daily operation reports for conductor installation operations were inspected and assessed against the 
requirements of the WR11 notification for the WNB-1 well. The aspects inspected were compliant. 
  
  

WNB-1 WR11 supporting 

Documents inspected 

Findings and notes 

statement RE-SD-WNB-
EA-WR11-002 Rev1 
requirement 
Surface conductor (0-80 TVD KB) 
Section 5.1 page 8 

Daily operation report – 

Cellar base at 2.9m BGL. 

The top section will be 

Conductor installation 

Current depth 74.0m BGL. 

drilled to a depth of 

operations for 09.09.20 

 

approximately 80m TVD KB.  (report no.24) and 17.08.20 

 

(report no. 1) 

Section 5.1 page 8 

Daily operation report – 

20” conductor casing 

A 28” (711.2 mm) hole shall 

Conductor installation 

installed to 72.9 BGL. 

be drilled and 20” (508mm) 

operations for 09.09.20 

20” conductor casing 

conductor casing will be run 

(report no.24), 08.09.20 

cemented to surface. 

and cemented to surface. 

(report no. 23) 03.09.20 

Formation tops: Boulder 

(report no. 18) 02.09.20 

clay – surface (tvdss -

(report no. 17) and 17.08.20  12.8m), Flamborough chalk 
(report no. 1) 

52.0 (MDBGL) (tvdss -
39.2m 
 

 

Abbreviations 
CQA 

Construction quality assurance 

EA 

Environment Agency 

FML 

Flexible membrane liner 

HDPE 

High density polyethylene 

MDBGL 

measured depth below ground level 

Q.C 

Quality control 

TVD KB 

true vertical depth below kelly bushing 

tvdss 

true vertical depth sub sea 

WNB 

West Newton B 
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