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[bookmark: 3]sandstone 931.1m MDBRT, Roxby 
formation  1539m MDBRT 
 
18.11.20 TD 2295m MDBRT. Last casing 
1559.22m MDBRT 
 
EA note: Cement plug set with greater than 
100ft (30.48m) cement above the casing 
shoe 

Sidetrack 8” hole section (962m – 1507m TVD KB) 
A window shall be milled 

Daily operations report drilling 

23.11.20 Mud type: NaCl KCl Sat 

through the 9.625” casing by 

operations report WNB-1 no 

setting a whipstock to allow 

63 for date 23.11.20 

the section to be drilled 
directionally away from the 
original wellbore to a depth of 
2018m TVD KB using a 
KCL/NaCl polymer water-
based mud system to the top 
of the Permian.  
Once the section has been 

Daily operations report drilling 

27.11.20 Midnight depth: 1541m. Last 

drilled, 7” casing shall be 

operations report WNB-1 no 

casing: 7” casing at 1538.85m BRT. 

installed and cemented to at 

67 for date 27.11.20 

 

least 100m within the 9.35” 

 

EA notes: Cement mixed and pumped. 

casing. The 7” casing will be 

Schlumberger WNB-1z Cement  Cement returns observed at surface. 

pressure tested to confirm its 

Job Report 27/11/2020 for 7” 

 

integrity. This casing will 

casing 

Casing pressure tested to 4500 psi 

isolate the Sherwood 

  

sandstone from any 
hydrocarbon bearing 
reservoirs in the following 
section. Once cemented, the 
casing will be pressure tested 
to confirm its integrity. 
A formation Integrity Test (FIT) 

Daily operations report drilling 

DORDR 30.11.20 02:00 to 03:33 Performed 

or Leak Off Test (LOT) will be 

operations report WNB-1 no 

FIT against the VBRs, choke manifold valves 

carried out immediately 

70 for date 30.11.20 

1,2&3 to EQMW 14.6 ppg, MW in hole 10.7 

following the drilling out of the   

ppg, TVD 1506.31 shoe depth. 69 Bar held 

shoes, at the start of the next 

Rathlin Energy Formation 

for 15 min. No leak off seen 

hole section. 

Integrity Test Chart WNB-1z 7” 
casing 30/11/2020 

Hole Section 6” (1507m – 2018m TVD KB) 
The 6” hole section will 

Daily operations report drilling 

Mud type: NaCl KCl Sat 

continue at an angle of 25˚ to 

operations report WNB-1 no 

Midnight depth: 2114m  

an approximate depth of 

79 for date 27.11.20 

Carboniferous formation top 2063.0 

2018m TVD KB using a 

 

MDBRT 

KCL/NaCl polymer based mud 

 

 

system and will TD in the Base 
Permian or top of 
Carboniferous. 
A 4.5” casing liner shall be run 

Daily operations report drilling 

DORDR 10.12.20 Last casing: 4 ½” liner at 

and cemented in place with 

report WNB-1 no. 80 for date 

2110.3m BRT. Top of liner at 1323.5m BRT 

the hanger at least 100m 

10.12.20 

 

within the 7” casing. Any 

 

Casing Tally: 7” shoe set at 1549m MDBRT,  

permeable formations 

WNB1 Casing Tally 

4.5” liner top  at 1330 m MDBRT 

encountered within this hole 

 

 

section will be isolated from 

Schlumberger WNB-1z Cement  EA note: 4.5” liner is hung off 7” casing 

any subsequent operations. 

Job Report 27/11/2020 for 
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