
Road
Geographic Identifier (Location, 

Carriageway, Lane No.)
Date & Time Setting

M4 M4/4154A0 03/04/2018 11:17 Mandatory 60

M4 M4/4154A0 03/04/2018 11:30 Mandatory 40

M4 M4/4165A1 03/04/2018 11:11 Mandatory 60

M4 M4/4165A1 03/04/2018 11:30 Mandatory 40

M4 M4/4165A2 03/04/2018 11:11 Mandatory 60

M4 M4/4165A2 03/04/2018 11:30 Mandatory 40

M4 M4/4165A3 03/04/2018 11:11 Mandatory 60

M4 M4/4165A3 03/04/2018 11:30 Mandatory 40

M4 M4/4172A1 03/04/2018 11:11 Mandatory 60

M4 M4/4172A1 03/04/2018 11:14 Mandatory 50

M4 M4/4172A1 03/04/2018 11:30 Mandatory 40

M4 M4/4172A2 03/04/2018 11:11 Mandatory 60

M4 M4/4172A2 03/04/2018 11:14 Mandatory 50

M4 M4/4172A2 03/04/2018 11:30 Mandatory 40

M4 M4/4172J1 03/04/2018 11:11 Mandatory 60

M4 M4/4172J1 03/04/2018 11:14 Mandatory 50

M4 M4/4172J1 03/04/2018 11:30 Mandatory 40

M4 M4/4176A1 03/04/2018 11:06 Mandatory 60

M4 M4/4176A1 03/04/2018 11:14 Mandatory 40

M4 M4/4176A2 03/04/2018 11:06 Mandatory 60

M4 M4/4176A2 03/04/2018 11:14 Mandatory 40

M4 M4/4176J1 03/04/2018 11:06 Mandatory 60

M4 M4/4176J1 03/04/2018 11:14 Mandatory 40

M4 M4/4176J2 03/04/2018 11:06 Mandatory 60

M4 M4/4176J2 03/04/2018 11:14 Mandatory 40

Carriageway identifiers:

A = westbound carriageway

B = eastbound carriageway

L = eastbound dedicated offslip

M = eastbound dedicated onslip

J = westbound dedicated offlsip

K = westbound dedicated onslip

Geographic identifier is composed of Road, Location, Carriageway Identifier, Lane No, e.g. Road M4, Location 4293, Carriageway B, 

Lane 1 = M4/4293B1. Lane 0 indicates a verge-mounted signal.

First VSL eastbound gantry is at location 4291

Last VSL eastbound gantry is at location 4182

First VSL westbound gantry is at location 4165

Last VSL westbound gantry is at location 4291

Report : Gantry Matrix Signal Settings for M4 J23A-J24, A Carriageway, 

Dates: 2018-Apr-03 11:00-11:30


